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% FEATURES AND BENEFITS
« Available for pipe 48” and larger
: .A  Double ring construction
-
4] ’ Y * Relieved webs
{v E * Hinged segments enhance flexibility, portability, and
| handling
‘jr rl e Manual hydraulic pump mounted onto clamp
| e 1year warranty
/
t’ : Model No. Description Weight
254-48 48” Hydraulic Alignment Clamp 600 Ibs. 262.2 kg.
254-54 54” Hydraulic Alignment Clamp 6751bs.  306.2 kg.
Model 254 254-60 60” Hydraulic Alignment Clamp 825 1bs.  374.2 kg.
254-66 66 Hydraulic Alignment Clamp 900 Ibs.  408.2 ka.
254-72 72” Hydraulic Alignment Clamp 950 Ibs.  430.9 kg.
254-84 84” Hydraulic Alignment Clamp 1025 lbs.  464.9 ka.
254-90 90” Hydraulic Alignment Clamp 180 Ibs.  535.2 kg.
254-96 96 Hydraulic Alignment Clamp 1300 Ibs.  589.7 kg.
OVERVIEW 254-102 102” Hydraulic Alignment Clamp 1340 Ibs.  607.8 kg.
Sy Vi s Seamantee Hyeeulle 254-108 108” Hydraul_ic A!ignment Clamp 1420 Ibs. 644. ka.
Alignment Clamp is constructed to rugged 254-114 114” Hydraulic Alignment Clamp 1500 Ibs.  680.4 kg.
specifications of quality steel. It handles 254-120 120” Hydraulic Alignment Clamp 1575 Ibs.  714.4 ko.
large pipe sizes, 48” and larger. The solution 254-126 126” Hydraulic Alignment Clamp 1655 Ibs.  750.7 ka.
for large diameter pipe tie-in, take up and 254-132 132” Hydraulic Alignment Clamp 1735 1bs.  787.0 kg.
relay or anomaly digs. 254-138 138” Hydraulic Alignment Clamp 1815 Ibs. ~ 823.3 kg.
254-144 144” Hydraulic Alignment Clamp 1890 Ibs.  857.3 kg.

Follow us on social media and watch product
videos on our YouTube channel Sawyer Mfg
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