INTERNAL CLAMPS Model 256

Jack Screw SAWYER
Internal
Clamp

FEATURES AND BENEFITS

e Sizes 48” and up
« Easily holds and lines up large OD pipe

* Individual jack screws allow specific pressure application
on a particular area while still aligning total pipe gap

* Precision fabricated from high quality steel

e 1year warranty

RECOMMENDED SPARE PARTS

¢ 1Ix Tail Wheel Assembly (4B-1), 2x Wheel Assembly (B64),
1x Square Ratchet Handle, (Ratchet-17), 2x Jack Screw
Assembly (4EB)

ESTIMATED SHIPPING WEIGHT

Model No. Description Weight
256-48 48” Jack Screw Internal Clamp 1130 Ibs.  512.6 kg.
256-54 54” Jack Screw Internal Clamp 1250 Ibs.  567.0 kg.
256-60 60” Jack Screw Internal Clamp 1385 Ibs.  628.2 kg.
256-66 66” Jack Screw Internal Clamp 1500 Ibs.  680.4 kg.
256-72 72” Jack Screw Internal Clamp 1630 Ibs.  739.4 kg.
256-78 78” Jack Screw Internal Clamp 1730 Ibs.  784.7 kg.
256-84 84” Jack Screw Internal Clamp 1820 Ibs.  825.5kg.
OVERVIEW 256-90 90 Jack Screw Internal Clamp 1920 Ibs.  870.9 kg.
256-96 96” Jack Screw Internal Clamp 2050 Ibs. 929.9 kg.
Sawyer’s Jack Screw Internal Alignment 256-102 102” Jack Screw Internal Clamp 2170 Ibs.  984.3 kg.
Clamp easily holds and lines up large 256-108 108” Jack Screw Internal Clamp 2300 Ibs. 1043.3kg.
pipe. 'TO P 'sﬁfooﬂb'g Iforth's '”t,emj'S,, 256-114 114” Jack Screw Internal Clamp 2400 Ibs. 1088.6 kg.
e rzr;‘ HNTDA pisj o e . 256-120 1207 Jack Screw Internal Clamp 2520 Ibs. 1143 kg.
offering a range of solutions for accurate 256-126 126" Jack Screw Internal Clamp 2650 Ibs.  1202.0 kg.
internal alignment and pipe-to-pipe fit up. 256-132 132” Jack Screw Internal Clamp 2750 Ibs.  1247.4 kg.
256-138 138” Jack Screw Internal Clamp 2870 Ibs.  1301.8 ka.
256-144 144” Jack Screw Internal Clamp 3000 Ibs. 1360.8 kg.
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